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Reliable radio control systems:

EK CUSTOMER SERVICE BULLETIN

DATE: FEBRUARY 19, 1975

SUBJECT:

COLOR CODES:

ALL COMPONENTS
TO: ALL EK CUSTOMER SERVICE CENTERS

At times the color coding on different components to indicate value and tolerance
can be confusing.
Resistors: The standard resistor color code @s used on our quarter, eighth and tenth
watt resistors is shown in Figure A, '

Standard C

olor Code

First Send St Biwed oo Toarth Band® Flelrs;;{‘itsacguel

1st Digit 2nd Digit Multiplier Resistance Tolerance {Percent Per 1,000 Hmjrsl
Color Digit Color Digit Color Multiplier Color Tolerance Color Level
Black 0 Black 0 Black 1 Silver +10% Brown M=1.0%
Brown 1 Brown 1 Brown 10 Gold + 5% Red P=01%
Red 2 Red 2 Red 100 *No Band +20% Orange R=0.01%
Orange 3 Orange 3 Orange 1,000 Yellow S=0.001%
Yellow 4 Yellow 4 Yellow 10,000 *MIL-R-39008
Green 5 Green 5 Green 100,000 Resistors Only
Blue 6 Blue 6 Blue 1,000,000
Violet 7 Violet 7 Silver 0.01
Gray 8 Gray 8 Gold 0.1
White 9 White 9

FIGURE A

Some EK radios ('71-'73) have

standard color code as illustrated in figure B.

Body of resistor is

. multiplier.
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sixteenth watt resistors installed.
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FIGURE B
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These use the

Top Band is Ist. digit

‘Sfripe is 2nd digit



